Cast Iron Angle Valve

Model # 12FANZ
Class 125 (2" to 8")

SERVICE RATING:

125psi Saturated Steam to 353 For 178 C

125psi Fluid to 450 F to 232 C

200psi Non-Shock Cold Water, Oil or Gas to
-20 Fto 150 For-29 Cto 66 C

APPLICABLE STANDARDS:
MSS-SP-85, ANSI B16.1 and B16.10

NO.| PART NAME MATERIAL

1 HANDWHEEL NUT CAST BRONZE ASTM B62
2 | HANDWHEEL CAST IRON ASTM A126-B
3 | YOKE BUSHING CAST BRONZE ASTM B62
4 [ BONNET CAST IRON ASTM A126-B
5 [STEM BRASS ASTM B16

6 | GLAND CAST IRON ASTM A126-B
7 | PACKING GRAPHITE

8 |[BODY BOLT STEEL ASTM A307-B

9 | BODY GASKET GRAPHITE

10 | DISK ** CAST BRONZE ASTM B62
11 | SEAT RING ** CAST BRONZE ASTM B62
12 | BODY CAST IRON ASTM A126-B

** NOT SHOWN

SIZE [INCH [2 212 [3_ |4 6 8
MM |50 |65 |80 |100 |150 |200
o | INCH 1475 [16313 [175 |20 |24 [32a25
MM |375 |a14 445 |508 |610  |816
o | INCH [4 425|475 |55 |7 9.75
MM [102  [108  |121 146|178 |248
INCH [10.625]12 _ |12.75 |14.25 |17 |22.75
€ MM [200 [305 [324 |362 |a32_ |58
5 [NCH75 Je7s o [10 1205 15813
MM 191|222 |229 |254 |311  |402
_ Ibs |38 |55 |62 |100 |168  |327
Weight hgs 117 |25 |28 |45 |76 |148




