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Forged Steel
Piston Check

Class 150-600 (1/2" to 2")

Flanged Ends

Davis forged steel valves comply
with the following applicable
specifications: API 602, APl B16.5,
MSS SP-25: Tested to API 598

NO. | PART NAME MATERIAL

1 BADY A105

2 | SEAT Integral Hard Faced

3 | DISC A276—410

4 | SPRING SS 304

S [ GASKET Spiral wound 304+Graphits
6 | BONNET A105

7 | BOLT A193—-B7

Class 150 - Model # 1LCFFS1

Size | 2" Ya" 1" 1va" | 1y | 2
L 4.25 | 4.6 5 5.5 6.5 8
H 244 |25 3 323 | 4 472
Wt/Ibs| 5.94 | 6.82 | 11.22[ 14.96| 165 | 24.64

Class 300 - Model # 3LCFFS1

Size | ¥2" Ya" 1" 1va" | 1y | 20
L 6 7 B 8.5 9 10.5
H 244 2.5 3 3.23 |4 4.72
Wt/Ibs| 5.94 | 8.14 | 12.76[17.16| 18.7 | 27.5

Class 600 - Model # 6LCFFS1

Size | 2" Ya" 1" 1va" | 12" | 2"
L 6.5 7.5 8.5 g 9.5 11.5
H 244 | 2.5 3 3.23 |4 4.72
Wt/Ibs| 6.6 3.8 14.3 119.68] 22 33.44

Davis Valve



